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INSTALLATION GUIDELINES 

1 of 2 

Before using the straps for the first time, you must soak them in hot water for 30 minutes or warm water for 2-3 hours or room temperature overnight. Soaking is one time only; regardless of how long the straps are on hand. This increases the straps elastic strength, thus giving the straps maximum tension needed for proper installation. 
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1-1/2' to 2' 
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The Tuscan Leveling System™ straps will achieve a 1/32-grout joint, if you want 
a wider joint, you can use the Tuscan Leveling System'" with most common 
spacers. Simply insert corner or side spacers of the desired width, up to 1/2 in. 
See Fig. 1. 

Most installers find the Tuscan Leveling System'" works best when the thinset or 
mortar is mixed towards a thinner consistency but within the manufacturers 
specifications. 

To facilitate a speedy installation, pre-assemble the straps and caps you will need 
for the days work, leaving 1-1/2 to 2 in. between the bottom of the caps and the 
strap bottom plate. See Fig. 2. 

Insert pre-assembled caps and straps under the tile edge, sliding the straps base 
plate under the tile being installed, at least 2 per tile side, at about 2 in. to 3 in. 
from the corners (more for larger or more flexible tiles). The recommended 
spacing of each strap is 6 t01 0 in. apart. See Fig. 3. 

Important note: When inserting the caps and strap under the side of the tile, DO 
NOT place them at the tile corners. Inserting them on tile corners will prevent an 
accurate installation, and could crack or break the corners of the tiles when 
removed. It will also be very hard to keep the grout joint line straight. 

Make sure you always back-butter each tile just before installation. 

Once the pre-assembled cap and strap is in place you are ready to set the tiles. 
After the insertion of the caps and straps on the side of the tiles, install the other 
tiles that fit against the first tiles. After that is done, tighten the straps and caps 
with the installation gun (manual or ergonomic) until tile is level with adjoining 
tiles. See Fig. 4. 

Repeat this process and upon setting the next tile into place, make sure you keep 
your grout joints clean of thinset by using a cut off stiff paintbrush or any stiff 
nylon bristle brush. This will remove any excess setting material that may have 
oozed up in the joints. This is easily accomplished by wiping the mud away in 
the direction of the grout line. Always ensure that the grout joint is clean and 
ready to grout. It is very important to keep mud from hardening between the 
touching point of the strap and the tiles edge to ensure a clean break of the strap. 
See Fig. 5. 

If you have to quit for the day and you will be continuing the installation the 
following day: make sure you remove the thinset or setting material from the last 
row of tiles, using the strap base to leave a small hollow spot for the following 
day to insert the base of the straps under it. See Fig. 6. 

